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TECHNICAL INFORMATION 130P 
 
Made in Sweden. 

Chassie, power pack and handle in powder coated (blue) or stainless steel. 

Pole in aluminium 

Standard plat form in stainless steel, 600x400 mm, art 71851. 

Batteries 2 x 12 Volt, 12 Ah. 

Swivel casters, 2 pcs 100 mm and 2 psc 150 mm with central brake. 

Max load: 130 Kg. 

Lifting height: 302-1462 mm. Other options upon request. 

Lifting speed with max load: 10 sek/1000mm up. 7 sek /1000mm down. 

Weight: Ap. 45 kg, depending of lifting tool. 

CE-approved. 

LD130P is a quick, strong and very flexible lift trolley. 
With a lifting speed of 7,6 sec/1000 mm it is one of the 
fastest lift trolleys on the market. The trolley is built in 
modules, which means that you build it fully adapted to 
your needs. 
 
130P is able to handle loads up to 130 kg and at the same 
time do more lifts and do it quicker thanks to the new 
motor. 130P is equipped with central brake and directional 
lock on the rear wheels, making them maneuverable, quick 
and easy to turn sideways. 
 
The mast is equipped with a screw drive, which makes it 
reliable, durable and require minimal maintenance. The 
colum are available in different heights. 
 
To ensure maximal safety the trolleys possess a built-in 
release function, which serves as protection from crushing 
injuries and prevents the trolley from tipping over. 
LD130P is very simple to use and easy to handle, they 
require only very little maintenance. 
 
We have a large number of standard tools such as load 
platform, forks, control and counting scale and 
Squeeze&Turn and our pneumatic expandable Expand& 
Turn. We also manufacture customized tools in accordance 
to your specifications. 

LD130P 
Art. 71500 / 71500R 



     

     L&d Ergofokus AB    +46 243 153 50 
     www.ergofokus.se   info@ergofokus.se 

Ergonomics in focus since 2001 

Ergofokus  L &d 

 

3a. 
130P 
Ver. EN-001 
Page. 2 

Modul baced design - You decide! 
 
1.Pair of legs 
2 Electronic unit 
3 Control box 
4 Column 
5 Intermediate section 
6 Handlebar 

1. 

1. 

2. 

3. 

4. 

5. 

6. 

Expand&Turn - 
Pneumatic expander, 
turing operated 
electrically. For 60 kg. 
Art.77972D 

Squeeze&Turn. 
For 60 kg. 
Art.79473D 

Expand&Turn - 
Pneumatic expander, 
turing operated 
manually. For 60 kg. 
Art. 77971 


