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1 General Information  
 
With its adjustable-height table top, this industrial kitchen trolley is designed to facilitate internal 
transportation and handling of items in an ergonomic fashion. It is not to be used in conjunction 
with other machines. 
 

1.1 Function of the System 
 
Ergofokus´ adjustable-height industrial kitchen trolley consists of a bottom chassis with four 
wheels, a double-scissor model lifting device, a table top and a handlebar with a control panel. 
The scissor device is connected to an electrically-driven mechanical working cylinder. By 
means of the two buttons on the control panel, the working cylinder can be made either to push 
the scissor device upward, thus raising the table top, or to release the scissors and thus 
allowing the table top to descend by its own weight. The table top is not pulled downward by the 
working cylinder. 
 
All four wheels are pivoted, which allows the trolley easily to be steered in the direction the 
operator wishes. However, each wheel can also be locked in brake mode. The trolley then 
serves as a stationary unloading or working surface. 
 
The industrial kitchen trolley is operated solely by battery. The battery is charged separately 
using the included charger, which in turn is connected to a 230 V power supply. Once the 
battery is charged, it is moved and connected to the docking unit on the industrial kitchen 
trolley. 
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Press the upward pointing arrow to raise the table top and the  
downward pointing arrow to lower it; see photo. 

 

 
Control panel with arrows pointing up and down. 

1.2 Product Warranty 
 
Ergofokus´ industrial kitchen trolley is covered by warranty against manufacturing defects for a 
period of 24 months following the date of manufacture. Ergofokus´ warranty will only be 
honoured if the industrial kitchen trolley has been used in the manner intended and as long as it 
has not been disassembled or subjected to any kind of tampering. 
 
 

2 Prohibitions - Warnings - Requirements 

2.1 General Information 
 
- The industrial kitchen trolley may only be used as an adjustable-height trolley for the 

internal transport of items, or in brake mode as an unloading or working surface. 
- It shall be used and stored indoors. 
- If needed, the industrial kitchen trolley can be lifted by its lower section. For greater 

stability, first lower the table top to its lowest level. Grab hold of the trolley near the wheel 
brackets in order to lift it. Do not lift the industrial kitchen trolley by the table top. The table 
top would then move upward and stop at its maximum lifting height. If you should 
mistakenly lift it by the table top, do not just let go; rather, you should carefully lower the 
table top again. 

- The industrial kitchen trolley must not used for continuous and sustained raising and 
lowering. Maximum 2 minutes of operation and then at least 18 minutes of downtime. 

- The charger may only be connected to outlets of the same voltage indicated by its rating 
plate. 

- The maximum load on the industrial kitchen trolley is 100 kg. 
- This operating manual must always be available when needed. 
 

2.2 Hazard Notices 
 
- Never place your hand or any other part of your body in the working space between the 

lower section and the table top when the industrial kitchen trolley is in operation. Be 
especially careful when the beams on industrial kitchen trolley, which are arranged like 
scissors, are in motion and can act as shears. 
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- If anything occurs that requires manual intervention, remove the battery. Place / fold the 
industrial kitchen trolley down so that the lower section and table top stand vertically. This 
will largely relieve the force of gravity. Keep in mind the hazards presented by loosening 
parts.  

- If the table top gets stuck against anything in the surrounding area when lowered and thus 
not continue downward, immediately raise the table top until it is lifted free and the obstacle 
can be removed. NEVER attempt to remove the obstacle while the table top is in contact 
with it. This will result in the table top falling to the level governed by the working cylinder. 
Any parts of the body nearby may suffer serious crush and cut injuries. 

- The industrial kitchen trolley may only be used on a flat, hard floor. Avoid using the trolley 
on inclined or slippery surfaces. Items on the table top can slide off! The trolley can roll 
away! 

- When working with the industrial kitchen trolley, do not place it against anything with a 
horizontal edge or under a low space. When raising the lift, this may result in a hand or 
other part of the body being crushed between the table top and this edge or low space. 

- Make sure that there are no hard objects on clothing or in pockets that may inadvertently be 
pressed against the control buttons and set the lift into motion. 

- The maximum load on the industrial kitchen trolley must not be exceeded, statically or 
dynamically.  

 

2.3 Use of the Machine 
 
The industrial kitchen trolley may only be used as an adjustable-height trolley for the internal 
transport or items, or in brake mode as an unloading or working surface. 
 
The industrial kitchen trolley must not be used as: 
- A lifting jack 
- A lift for persons 
- A clamping device 
- A counterstay 
- A pressing machine 
- The industrial kitchen trolley must not be used or stored in environments would subject it to 

corrosion, mechanical, thermal or chemical damage or to strong electromagnetic fields. 
 
It is expressly forbidden to use the system in environments that exceed the limits indicated in 
this operating manual.  
 

2.4 Maintenance and Repair 
 
- If anything occurs requiring that corrective measures be taken inside the industrial kitchen 

trolley mechanism, first remove the battery. Place / fold the industrial kitchen trolley down 
so that the lower section and table top stand vertically. This will largely relieve the force of 
gravity. Nevertheless, keep in mind the dangers present in removing parts. The working 
cylinder consists of a threaded screw that turns. There are no built-in spring forces that can 
be triggered. 

- Ergofokus´ product liability is only limited to products that were defective coming from the 
factory. Ergofokus´ product liability will be disclaimed in part or in whole if the user does not 
follow the care instructions or uses spare parts that are not original. 

 
For each repair, there is a written set of instructions available in order to minimise the risk of 
error; request such instructions when you order the spare parts and read them thoroughly 
before you begin effecting repairs.  
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In order for a product warranty to be valid following a repair, the following conditions apply: 
- Only original parts may be used when making repairs. 
- No modifications may be made to the products, working cylinder, battery, docking station, 

charger or control panel. 
- Repairs shall be made according to the accompanying instructions. 
- Following the repair, the industrial kitchen trolley must continue to be used only in 

accordance with the specified data. 

3 Operator´s Manual 

3.1 Function of the System 
 
Ergofokus´ adjustable-height industrial kitchen trolley consists of a bottom chassis with four 
wheels, a double-scissor type lifting device, a table top and a handlebar with a control panel. 
The scissor device is connected to an electrically-driven mechanical working cylinder. By 
means of the two buttons on the control panel, the working cylinder can either push the scissor 
unit upward, by which the table top rises, or else the cylinder retracts, by which the table top 
descends under its own weight. The table top is not pulled downward by the working cylinder. 
 
All four wheels are pivoted, which allows the trolley easily to be steered in the direction the 
operator wishes. However, each wheel can also be locked in brake mode. The trolley then 
serves as a stationary unloading or working surface. 
 
The industrial kitchen trolley is operated solely by battery. The battery is charged separately 
using the included charger, which in turn is connected to a 230 V power supply. Once the 
battery is charged, it is moved and connected to the docking unit on the industrial kitchen 
trolley. 
 
The system is not intended for continuous operation! 
 

3.2 Operation 
 
The height of the industrial kitchen trolley is controlled by using the upward arrow for up and the 
downward arrow for down. Adjust the working height so that it provides the best ergonomic 
conditions when loading or unloading items, or if the industrial kitchen trolley is used in a 
stationary position, the height that is most ergonomic. 
 
Set the brakes on all the wheels for safe loading and unloading. 
 
When moving, release the brakes and steer the industrial kitchen trolley to the desired location 
with both hands on the handlebar.  
 
If needed, the industrial kitchen trolley can be lifted by its lower section. For greater stability, 
first lower the table top to its lowest level. Grab hold of the trolley near the wheel brackets in 
order to lift it. Do not lift the industrial kitchen trolley by the table top. The table top would then 
move upward and stop at its maximum lifting height. If you should mistakenly lift it by the table 
top, do not just let go; rather, you should carefully lower the table top again. 
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3.3 Safety 
 
Never place your hand or any other body part in the working space between the lower section 
and the table top when the industrial kitchen trolley is in operation. Be especially careful with the 
beams on industrial kitchen trolley, which are arranged like scissors, when they are in motion 
and can act as shears. 
 
The charger must only be connected to outlets of the same voltage indicated by its rating plate. 
 
No work may be done to the industrial kitchen trolley as long as the battery is connected in the 
industrial kitchen trolley´s docking station. 
 
If work is necessary. Place / fold the platform down so that the lower section and table top 
stand vertically. This will largely relieve the force of gravity. Nevertheless, keep in mind the 
hazards presented by loosening parts. 
 

3.4 Starting and Stopping 
 
The industrial kitchen trolley has no particular start or stop switch. It is only possible to move 
the table top while the up or down button is held. 

3.5 Problems during Operation 
 
If any problems occur while raising or lowering the table top, immediately let go of the button on 
the control panel. All movement will cease! Then carry out the necessary corrective measure.  
Refer then, if necessary, to the Troubleshooting section further on in this instruction manual. 
 

3.6 Consumable Items 
 
The industrial kitchen trolley contains no consumable parts. However, the battery, like all 
batteries, has a limited lifetime. When the run-time following each charging is diminished, it is 
time to change the battery. 
 

3.7 Maintenance 
 
The industrial kitchen trolley is maintenance-free given ordinary use and thus needs no 
servicing.  
 
Normal cleaning shall be done using a mild cleaning agent (e.g., dish detergent or washer fluid 
such as the kind used in cars).  
 
Powerful cleaning agents containing, for example, acids ammonia or lye must not be used. 
 
The industrial kitchen trolley can be cleaned using running water, however not under high-
pressure. 
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3.8 Handling of Instructions 
 
It is important that all those using the industrial kitchen trolley read through and have access to 
this instruction manual. 

4 Assembly –  Disassembly - Reparation 

4.1 Disassembly or Scrapping of the System 
 
All work done on the industrial kitchen trolley, regardless of whether it is assembly, 
disassembly, repairs or anything else, shall only be done by removing the battery first. Then, 
place / fold down the platform so that the lower section and the table top stand vertically. This 
will largely relieve the force of gravity. Nevertheless, keep in mind the dangers present in 
removing parts. 
 
The battery, docking station and charger must be turned in at a suitable hazardous waste 
destruction or waste management facility when scrapping the industrial kitchen trolley. The rest 
of the industrial kitchen trolley consists of fully recyclable and thereby environmentally-friendly 
parts.  
 

4.2. Repair and Spare Parts 
 
The only repair measure available for the battery, docking station, charger and working cylinder 
is simply to replace the entire unit; they must not be taken apart. This is to prevent the risk of 
malfunction. All these units are supplied as spare parts from Ergofokus or its representative. 
 
For each repair, there is a written set of instructions available in order to minimise the risk of 
error; request such instructions when you order the spare parts and read them thoroughly 
before you begin effecting repairs. 
 
State the designation from the product´s rating plate when ordering. 
 
In order for a product warranty to be valid following a repair, the following conditions apply: 
• Only original parts may be used. 
• No modifications may be made to the battery, docking station, charger or control panel 

units. 
• All repairs must be made according to the enclosed instructions. 
• The industrial kitchen trolley must continue to be used only in accordance with the specified 

data. 
 

4.3  Troubleshooting 
 
The table top does not move either when pressing the up or down button. 
 

1. Make sure that the battery is properly connected to the docking station. 
2. Make sure that the battery is charged. 
3. Make sure that there is no damage to the cords or the connections from the docking 

station to the working cylinder and the control panel.  
4. There is likely something wrong with the control panel, its connecting cords or the 

docking station. 
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The table top does not move either when pressing the up or down button, but there is a faint 
clicking sound coming from the docking station. 
 

1. Make sure that there is no damage to the cords or their connections from the docking 
station to the working cylinder and the control panel. 

2. There is most likely something wrong with the working cylinder or the cord to the 
docking station. 

 
 
The table top stops on the way down. 
 

1. Make sure that there is nothing caught in the way which physically prevents the table 
top from being lowered. 

2. Something may temporarily jam. Raise the table top somewhat and then lower it again. 
3. If the above steps do not help then there is likely something wrong with the working 

cylinder. 
 
 

5 Product Specification 
 
Product: 
Ergofokus adjustable-height industrial kitchen trolley 
 

Model: 
L&D adjustable-height industrial kitchen trolley with working cylinder (item 312388-00), battery 
(item BAH 100000011), docking station (item CBJ2011A001091), control panel (CB8 / CB12 / 
CB18), battery charger (item CHJ200000A011). 
 

Functional Principle of the System: 
Battery-powered mechanical screw-type working cylinder acting upon four scissor legs which in 
turn results in the table top being raised or lowered  
 

Operating Conditions: 
The industrial kitchen trolley must not used for continuous and sustained raising and lowering. 
Maximum 2 minutes of operation and then at least 18 minutes of downtime. 
 

Maximum Load: 
The table top may hold a maximum load of 110 kg. This load must not be exceeded.  
 

 
 
 



 10

 
Physical Dimensions: 
Length    1116  mm 
Width      532  mm 
Height    1124  mm 
Length of table top     900/1000  mm 
Width of table top     550/650  mm 
Maximum height of table top   1100  mm 
Minimum height of table top       300 mm 
 
Weight        55  kg 
 

Temperature Ranges:  
Operation: 0 to +45 degrees C 
Transport: – 20 to + 60 degrees C 
After being transported at temperatures below 0 degrees C, the industrial kitchen trolley must 
sit inside the location at operating temperature for at least one hour prior to being used.  

 

Electrical Supply: 
Frequency: 50 –  60 Hz 
Primary voltage: 230 V AC  
Secondary voltage: 24 V DC 
Secondary current (at maximum load): 10 A 
Maximum power consumption:  250 W 
IP classification:  65.  6 = (Dustproof) 
  5 = (Protected against running water from a nozzle) 

EMC Requirements:  
Sources of interference generating emissions of electromagnetic or electrical fields (for 
example, high current cables) that are stronger than what is allowed according to the applicable 
EMC directive must not be located in the vicinity of the electrical parts of the industrial kitchen 
trolley. 
 

Suitable Fire Fighting: 
Carbon dioxide, power-foam extinguishers or water mist. Do not use water streams. 
 

Cleaning: 
Normal cleaning shall be done using a mild cleaning agent (e.g., dish detergent or washer fluid 
such as the kind used in cars). Powerful cleaning agents containing, for example, acids 
ammonia or lye must not be used. 
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Environmental Considerations: 
The battery, docking station and charger must be turned in to a suitable hazardous waste 
destruction or waste management facility when scrapping the industrial kitchen trolley. The rest 
of the industrial kitchen trolley consists of fully recyclable and thereby environmentally-friendly 
parts.  
 

Noise Level: 
The noise level generated by the industrial kitchen trolley must not exceed 70 db (A). 
 

Warranty: 
Ergofokus´ industrial kitchen trolley is covered by a warranty against manufacturing defects for 
a period of 24 months following the date of manufacture. 
Ergofokus´ warranty will only be honoured if the industrial kitchen trolley has been used in the 
manner intended and as long as it has not be disassembled or subjected to any kind of 
tampering. 
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6 EC Declaration of Conformity for Machinery 
 
 
 
 
L&d Ergofokus AB 
Cirkelgatan 16 
781 72 Borlänge  
Sweden  

 
Declares under its sole liability that the industrial kitchen trolley 
designated as:  
 

L&D adjustable-height industrial kitchen trolley 
Model: XCART 

  Serial number_____________________ 
 
Conforms to all the applicable provisions set out in the Essential 
Health and Safety Requirements Relating to the Design and 
Construction of Machinery according to the European Parliament´s 
and Council´s Directive 2006/42/EC, which is published in the Official 
Journal of the European Union. 
 
 
Technical documentation is the responsibility of: 
 
Björn Bok 
L&d Ergofokus AB  
Cirkelgatan 16 
781 72 Borlänge  
Sweden  
 
 
Borlänge, on _____________________ 
 
 
Sara Ljunggren 


